TN3270 Plus Installation and Setup Instructions

June 2004
(Updated December 2008)

I.  TN3270Plus Software Installation:
	PROMPT:
	RESPONSE:

	Download TN3270 Plus Software
	from the MWA Website at www.mwa.ars.usda.gov/mwa/adp/tn3270plus.shtml 

	Save TN3270 Plus file to:
	c:\temp\tn3270

	From the Windows desktop, select:
	Start

Run

	Type in or browse to:
	c:\temp\tn3270\tn327032.exe

	Select:
	OK

	The WinZip Self-Extractor Program is displayed.  Select:
	Setup

	At the “Welcome” screen, select:
	Next

	At the “Software License Agreement” screen, select:
	Yes

	At the “Choose Destination Location” screen, select:
	Next (this will install to the default folder)

	At the “Select Program Folder” screen, select:
	Next

	At the “Setup Complete” screen, select:
	Finish  (and wait for screens to close)


II.  Make Desktop Icon:
	To make the Desktop Icon:
	· Point to any blank spot and right-mouse-click

· Select New

· Select Shortcut

· Type “c:\program files\sdi\tn3270 plus\tn3270.exe” (include quotes on line of text)

· Select Next

· Type TN3270 Plus as the name of the shortcut.


III.  Configure TN3270Plus for access to NFC:
	PROMPT:
	RESPONSE:

	From the Windows desktop, select:
	TN3270 Plus

	Since this is an evaluation copy of the software, fill in the appropriate fields.  
	Licensed to:  

License code:  
(You can get this info from your respective Area IT Specialist.)

	Select:
	OK


	At the “Connect to Host” – TN3270 Plus screen, fill in for the following fields:
	

	If you are an MVS user (you do not use FFIS or FDW), create the following session.  Do not set up either an FFIS or FDW Session as described below.
	

	     Session Name:
	MVS

	     Host Name:
	mvs.nfc.usda.gov

	     Telnet Port:
	23

	     Terminal Type:
	3270

	     Select
	Advanced…

	     Make sure Host is highlighted in the left

     Column.  Put a checkmark in:
	Connect at startup

	     Select
	OK

	     Make sure Host is highlighted in the left

     Column.  Put a checkmark in:
	Connect at startup

	     Select
	OK

	If you are a FFIS user, create the following as your first session.  Also create an FDW Session, but not the MVS Session above.
	

	     Session Name:

     
	FFIS

	     Host Name:
	FFIS3270.nfc.usda.gov

	     Telnet Port:
	23

	     Terminal Type:
	3270

	     Select
	Advanced…

	     Make sure Host is highlighted in the left

     Column.  Put a checkmark in:
	Connect at startup

	     Select
	OK

	Remove the checkmark from:
	Show Connect Dialog at startup

	Select Connect
	

	Select:
	OK

	Select:
	Setup

Run in System Tray


